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			 Related Part Number
	
					PART	Description	Maker
	EL1-P16 	Relay retaining bracket, with eject function and integrated equipment marking area (7.5 x 15 mm), to suit relay socket PR1, for 16 mm high miniature power relay and solid-state relay
	PHOENIX CONTACT

	RIF-1-RSC-LDP-24DC 	Pre-assembled relay module with screw connection, consisting of: relay base, relay retaining bracket, and power contact relay with test button, integrated status LED, and freewheeling diode.
	PHOENIX CONTACT

	RIF-2-RPT-LDP-24DC 	Pre-assembled relay module with push-in connection, consisting of: relay base, power contact relay, and retaining bracket. Contact type: 4 PDTs. Input voltage: 24 V DC
	PHOENIX CONTACT

	RIF-1-RSC-LV-120AC 	Pre-assembled relay module with screw connection, consisting of: relay base, multi-layer contact relay, plugin display/interference suppression module, and retaining bracket.
	PHOENIX CONTACT

	G41301A-DC12-SBM G41301A-DC24-SBM G41301A-DC24-SM 	Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option plug-in
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
	Global Components & Controls

	CSB-8180 CSB-1352 CSB-1354 CSB-1351 CSB-1353 CSB-8	ADAPTER BRACKET, CHASSIS SUPPORT BRACKET
	http://
Bud Industries, Inc.

	SRSG6-04-01 	SELF RETAINING SCREW GROMMET
	Richco, Inc.

	AT24C64 AT24C64-10PC AT24C64-10PC-1.8 AT24C64-10PC	128 x 64 pixel format, LED or EL Backlight available
2-WireSerialEEPROM
ECONOLINE: RSZ/P - 1kVDC & 2kVDC Isolation- UL94V-0 Package Material- No Heatsink Required- No Extern. Components Required- Toroidal Magnetics- ContinuousShort Circuit Protection ( /P-Suffix)
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,M:ML043MW015
M Series (0.4") I/O Module 4K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
2-Wire Serial EEPROM 4K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
2-Wire Serial EEPROM 4K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
Quadruple 2-Input Positive-OR Gates 14-VQFN -40 to 85 8K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14
2-Wire Serial EEPROM 4K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14
16 characters x 4 Lines, 5x7 Dot Matric Character and Cursor 4K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14
2-Wire Serial EEPROM 8K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
16 characters x 4 Lines, 5x7 Dot Matric Character and Cursor 8K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
CAP 2.2UF 16V 10% TANT SMD-3216-18 TR-13 4K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
Hex Buffers And Line Drivers With 3-State Outputs 16-SSOP -40 to 85 8K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO8
2-Wire Serial EEPROM 8K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14
Quadruple 2-Input Positive-OR Gates 14-TSSOP -40 to 85 8K X 8 I2C/2-WIRE SERIAL EEPROM, PDSO14
	ATMEL[ATMEL Corporation]
Atmel Corp.
ATMELCorporation
Atmel, Corp.
ATM Electronic, Corp.
TE Connectivity, Ltd.

	TPS80 TPS80-49Y TPS80-10 TPS80-11 TPS80-12 TPS80-1	   TPS80 SWITCHING MODE 80W U BRACKET POWER SIPPLY
SWITCHING MODE 80W U BRACKET POWER SUPPLY
	Total Power International, Inc.
TOTAL-POWER[Total Power International]
Total Power Internation...

	087741-00 MX877 087700-00 	8-Channel, 60V Relay/Load Driver Push-Pull Output, 3 Wire Interface
	IXYS Corporation

	0-1462000- 5-1462000-0 3-1462000-0 2-1462000-0 5-1	   2 pole telecom/signal relay Through Hole Type (THT) Non-polarized. non-latching 1 coil
2poletelecom/signalrelayThroughHoleType(THT)Non-polarized.non-latching1coil
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
2 pole telecom/signal relay Through Hole Type (THT) Non-polarized. non-latching 1 coil 2极电信号通孔式（通孔插装）非极化继电器。非闭锁1线圈
	MACOM[Tyco Electronics]
TycoElectronics
Teledyne Technologies, Inc.
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